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BUREAU ENGIMEER 444545 DRAFTSMAM, _

BUREAU, JFRLFIC .

5' TRANSITION WARPED SURFACE TO
CONFORM WITH CURB ELEVATION PLUS

STANDARD SLOPES

O
\5 ’

TO CONFORM WITH TOP CURSB ELEVATION\

N
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@ 4" CENTERS < § o
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BROOM FINISH o
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NOTE. UNDER NORMAL CIRCUMSTANCES
USE IN ZONING DISTRICTS
R-815, R-S10, R~S8,R-56 &
R-D

SIDEWALK TO BE UP TO 2"
CONC. TO BE CLASS ‘A’

CONC. SIDEWALK
(SLOPE - I/4" PER.FT.)

CURB
GUTTER

% OPTIONAL DEPRESSION AT BACK OF

REVISIONS
NO. DATE By REMARKS
| |7-22-87 DHG.JADD:GUTTER; CLASS'A" |
2 |3- 3-88 IDHG. |REMOVED DEPARTMENT __ (T.BLK)

GRASS PLOT (SLOPE - I/2"PER FT.}

CURB CUT DIMENSIONS SHALL BE ESTABLISHED
BY THE CITY ENGINEER OR HIS DESIGNATED
REPRESENTATIVE.

CITY OF MEMPHIS
DIVISION OF ENGINEERING

DESIGN STANDARD
DRIVEWAYS
RESIDENTIAL CURB CUT
( FOR 6-30 CURB AND GUTTER)
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